
 FDI Part Number: GB-140-089

Technology: 2 Wire

 Encryption: 868MHz, MIFARE® Classic, MIFARE® Plus

Easy Door Controller is a door access control controller for small-scale properties.

It can be managed in standalone mode or read-write mode.

In standalone mode, it manages one door and 1,500 keys/passes. Easy Door Controller is easy to set up
(just 2 wires to the reader) and easy to programme. Key/pass additions, cancellations and updates are
performed using a master key/pass or via the programming terminal.

Given its size, the Easy Door Controller is perfectly tailored to be set up behind a door entry panel. As
such, you can add access control to your intercom system at a highly-affordable price.
It is remotely managed in read-write model via an encoder and an Internet connection on

DESCRIPTION

Product Information
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EASY DOOR CONTROLLER



Size (L X H X P): 70 mm x 75 mm x 19 mm
Remote programming with an encoder and an Internet connection 
Wiring: 2-wire / 100 m max.
Power supply: 12/24 Vac or Vcc
NO/NC relay switch
Time delay adjustable from 1 second to 99 seconds
Pluggable terminals
Operating temperature: -20°C to +60°C

www.easydoorcontroller.com. When a key is shown to the reader, information contained in the key can be 
transferred to the controller. Manage your keys/passes for up to 50 doors with our free, easy-to-use web 
software.

For this management mode, you just need to:

1.Enter the reference number of the controller installed
2.Create an account on www.easydoorcontroller.com

3.Programme the keys using the USB encoder that registers the number of locks accessible in the
key.
To remotely delete permissions for one or several keys, you just need to cancel the key in question on the
website and programme a new key which, when used for the first time with the controller, will immediately
block the old one.

KEY CHARACTERISTICS
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